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Scalable Lithium Cor

Features

e ROHS Compliant
e UN/DOT Certified
o 10-32 brass terminals

e Module

e Molex Sherlock (BMS connection)
e Redfish Thermistor (embedded)

e Aircraft grade aluminum
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1C, 3C, 5C Discharge Curve

CHARGE: 30A
DISCHARGE: 90A

MMP-6

3.8V —-30 Ah
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Nominal Voltage: 3.8V

Nominal Capacity (IC): 30 Ah /114 Wh
Standard Discharge: 30 A (1C)

Max Cont. Discharge: 90 A (3C)

Max Peak Discharge:
Discharge termination:
Charge Algorithm:

150 A (5C <30s)
3V (recommended)
CCICV to 4.2V, <1.5 AS taper
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web: www.phillipsaerospace.com
email: info@phillipsaerospace.com

phone: (626) 855-4600

Standard Charge:
Fast Charge:
Charge Voltage:
Specific Energy:
Energy Density:
AC Impedance:
Specific Power:
Power Density:

Dimensions:
Mass:

6 A (0.2C) 5 to 7 hours
30 A (1C) ~ 2.5 hours
4.2V +/-5 mV

123 Whlkg

243 Wh/L

<4 mOhms (1 kHz)
613 W/kg (5C rate)
1213 WIL (5C rate)

3.94”L x 1.31"W x 5.50"H
0.93 Kg / 2.05 Ibs

Temperature

Discharge Temp:

Std Charge Temp:
Fast Charge Temp:

Storage Temp:

-20°C to +60°C
0°C to+45°C
10°C to +45°C
-20°C to 45°C

Cycle Life (1C):
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Cycle Life

1800 cycles ~ 70% of Initial,
100% DOD
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